
 

 

Designer/Architect/Engineer’s Letter of Energy Review 
 

Date  
Referenced Project Project Name  
 Project Address  
   
 Project AP (Permit Number if known)  

 
The project referenced above is being designed under the commercial provisions of the 2015 IECC or 
ASHRAE 90.1-2013.  We have reviewed the design of this project for the following energy related items.  
It is our opinion that the items checked below, as designed, meets the substantial intent of the 2015 
IECC or ASHRAE 90.1-2013.  Items not checked will be provided to the City of Kerrville for their review 
with application submittal for a building permit. 
 

Code Section a Reference b 
Checked Not Required for 

Project Yes No 
Insulation 
materials/Assemblies and their 
R-values/U- Factor or 
Component Performance 

C402.1, 
C402.2, 5.5.3 

☐ ☐  

Roof Solar Reflectance and Thermal 
Emittance 

C402.3, City 
Amendment, 
5.5.3.1.1 

☐ ☐  

Fenestration U-factors and solar 
heat gain coefficients (SHGCs), 
Percentage of vertical 
fenestration to wall area, and 

C402.4, 5.5.4.2 ☐ ☐  

Area-weighted U-factor and 
SHGC calculations, Area 
weighted calculations, details 
of dynamic glazing, 
Calculations for fenestration 

C402.4.3, 
5.5.4.6, 5.5.4.5 

☐ ☐  

Air Barrier – materials and 
assemblies compliance 

C402.5.1.2, 
5.4.3.1.3 

☐ ☐  

Mechanical system design criteria 
- Calculations for Sizing 
Equipment 

C403.2.2, 6.4.2.1 ☐ ☐  

Mechanical and service 
water heating system and 
equipment types, sizes and 
efficiencies 

C403.2.3, 
C404.2, 
6.4.1.1, 7.4.2 

☐ ☐  

Calculations for Maximum Hot 
Water Volume or Length (IECC) C404.5 ☐ ☐  



 

 

Efficiency rating of all 
refrigeration and 
freezer equipment 

C403.2.14, 
6.4.1.1 

☐ ☐  

Economizer fault detection and 
diagnosis C403.2.4.7 ☐ ☐  

Fan motor horsepower (hp) and 
controls efficiencies 

C403.2.12, 
6.5.3.1 

☐ ☐  

HVAC duct and plenum sealing, 
and insulation details, Hot 
Water Piping fluid 
temperatures and insulation 

C403.2.9, 
C404.4, 
6.4.4.1.2-3 

☐ ☐  

Lighting fixtures – 
Calculations for total 
connected interior and 
exterior power 

C405.4.1, 
C405.5.1, 
9.2.2.3, 9.4.2 

☐ ☐  

Calculations for interior 
lighting power by the building 
area method or the space by 
space method 

C405.5.1, 9.2.2, 
9.5, 9.6 

☐ ☐  

 
Notes 

a. Some code sections may not be applicable dependent on the chosen compliance path 
b. Code References: Cxxx.x refers to an 2015 IECC section; while 5.x.x, 6.x.x etc, refer to a 

section in ASHRAE90.1-2013 
 
If you have any questions, please call. Respectfully, 
 

 

(Type Architect/Engineer Name Here) 
 
 
Provide on Firm Letterhead or Provide Contact Information: 
 
 
 
 
 
 
 
 

Name:  
Firm/Company Name Address:  
E-mail:  
Phone:  
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